


BAO - Boat Condition Overview
6088 Complete

Site conducted Clayton Victoria

Date of PACR 25.06.2026 12:22 AEST

SWI Reference Number 6088

Location Clayton Victoria

Vessel Type Power Vessel

Vessel Year Estimated 1981

Vessel Make and Model Gilflite

Vessel Hull Identification Number (HIN) 481679
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Vessel Registration Number XZ175
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Engine Make and Model V8 no markings
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Port/Main Engine Serial Number No marking

Photos as found
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1.HULLOBSERVATIONS

HULL OBSERVATIONS  

Construction Material Fibreglass (GRP)

Main Floor/Deck
  Inspected Satisfactory

Solid Underfoot with good carpet adhesion
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Side and Bow Decks
  Inspected Satisfactory

Original gloss remaining, no cracks or damage noted

Seating and Trimming
  Inspected Satisfactory

Excellent condition for age of vessel, nominal wear and tear
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Fuel Tanks, Fillers, Filters and Hoses
  Inspected Satisfactory

No pitting or corrosion detected
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Windscreen and Wipers
  Inspected Fair

Portside one crack - see image
Well secured.

Private & confidential 3/12



Photo 19 Photo 20

 

Bimini and Clears
  Inspected Poor

Require repair to Bimini
Covers intact, not fitted to Boat
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Sea Cocks, Skin Fittings and Hull Penetrations
  Inspected Satisfactory

Photo 24 Photo 25

 

Doors, Windows, Lockers and Hatches
  Inspected Satisfactory

Glovebox only

Rub Strip / Rails
  Inspected Satisfactory

Clean and complete with no significant cuts or abrasions
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Hull Condition Above Waterline
  Inspected Satisfactory

Hull has original lustre and shine with no damage noted

Hull Condition Below Waterline
  Inspected Satisfactory
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Light abrasions only - no rub through to fibreglass
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Transom Condition
  Inspected Satisfactory

Percussion test carried out with no delamination
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Images and Video Forward compartment
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2.ENGINEOBSERVATIONS

ENGINE OBSERVATIONS  

Port/Main Engine Hours No hour meter

Compression Testing Conducted Yes

Manual or Electronic Testing Electronic Compression Test

Test Cylinder Compression 155

in range - good

Remaining Cylinders Within 10% Tolerance Yes
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Engine Controls
  Inspected Satisfactory
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Engine Indication
  Inspected Satisfactory

Gauges functioning
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Engine Oil Visual Inspection
  Inspected Satisfactory

Engine Cooling System / Tell Tails
  Inspected Satisfactory

No leaks
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Engine Bay Ventilation (Inboards)
  Inspected Poor

Not able to be powered up no power to switch panel
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Gearcase Condition
Inspected Powered Up Satisfactory

Free to position movement and good gear engagement
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Gearbox Operation
  Tested Satisfactory

Trim and Tilt Operation and Indication Not Applicable

Steering Type Mechanical

Steering and Rudder System
  Inspected Satisfactory

Lock to lock with ease
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Propeller
  Inspected Satisfactory
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No marks or impact points
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Engine Mounts
  Inspected Satisfactory
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Functional Test Observations Ran brief on dry

Engine ran good gear engagement start up and shutdown controls - accept
IMG_8643.mov

Leaks and Salt Residue
  Inspected Satisfactory

Engine Images and Video  
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3.ELECTRICALSYSTEMSOBSERVATIONS

ELECTRICAL SYSTEMS OBSERVATIONS  

Batteries Fitted 1 M27 Calcium

Batteries Tested Yes

Batteries Adequately Secured Yes
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Battery Isolaters and Breakers
  Inspected Satisfactory

Terminal isolator basic
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Navigation Lights Not Applicable

Electrical Wiring Looms and Distribution
  Inspected Fair

Wiring acceptable.
Switch panel does not have power going to it
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Bilge Pumps and Float Switches
  Inspected Fair

Not able to be powered up no power to switch panel
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Navigational Equipment Not Applicable
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4.ONBOARDEQUIPMENT

ONBOARD EQUIPMENT  

Anchor / Chain / Rope Not Sighted Onboard

Electric Winch Not Applicable

VHF Radio Not Applicable

Horn Not Applicable
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5.INSPECTIONCOMMENTS

INSPECTION COMMENTS  

ADDITIONAL COMMENTS
Vessel is in an a very acceptable and above average condition for its age with all features around the vessel
operating and with an uplift in the safety equipment, fit it on board it would be fit for use.

Photo 66 Photo 67 Photo 68 Photo 69 Photo 70

 

Private & confidential 12/12


	1. HULL OBSERVATIONS
	2. ENGINE OBSERVATIONS
	3. ELECTRICAL SYSTEMS OBSERVATIONS
	4. ONBOARD EQUIPMENT
	5.  INSPECTION COMMENTS 

